
- General descrip�on - Double leds per cut for 24V，easily for customized applica�on
- Self-encapsulated design offers 5 op�onal 1900-6000K white lights
- High quality PFC, high thermal 3M adhesive
- With life span over 60000H
- Ta: -25~40°C；Tc：75°C（max）

- Features Max.length: 5000mm
Max.Power: 9.6 W(1M)
tape IP：IP20/IP65/IP67

Input voltage：DC24V
CRI：＞90
Power range: 7.5 ～ 9.6W(1M)
Copper foil: 2oz

- Dimension
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D8120-24-8mm
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-Technical Specification

2PHILIPS

- Light Distribution Curve

CRI Color CCT Lumen(lm/m) Lumen(lm/�) lm/W

Ra>90 SW 2700 K 915 279 109

Ra>90 WW 3000 K 965 295 115

Ra>90 NW 4000 K 957 292 114

Ra>90 W 6000 K 905 276 108

D8120-24-8mm

·  Photometric of 1M strip ·AAI Figurestrip
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1m 330.04cm69.00,260.5lx

2m 660.07cm17.25,65.11lx

3m 990.11cm7.667,28.94lx

4m 1320.14cm4.313,16.28lx

5m 1650.18cm2.760,10.42lx

6m 1980.22cm1.917,7.235lx

7m 2310.25cm1.408,5.316lx

8m 2640.29cm1.078,4.070lx

9m 2970.33cm0.8519,3.216lx

10m 3300.36cm0.6900,2.605lx

Height Eavg,Emax DiameterAngle:117.57deg

Flux out:600.4 lm
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